
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych

ul. Wrocławska 142 B, 58-306 Wałbrzych  (Stacjonarna działalność techniczna)

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Product type: 
single sash casement door

main profiles: PVC

System: OPENTECK
Trade name: ELIT 6k/MEGALINE

Test report No.: MLTB-5545-2025

Number of chapters in the report: IX (from I to IX), chapter  IX is the last in the report.

Type of test: Initial Type Testing (ITT)
in accordance with PN-EN 14351-1+A2:2016 as regards test methods:

● air permeability
● watertightness
● resistance to wind load
● load-bearing capacity of safety devices

www.badaniaokien.pl, biuro@badaniaokien.pl, tel. +48 74 840 14 63

Date of acceptance of the object for testing: 12.08.2025



ASSESSMENT OF
PERFORMANCE

No.: MLTB-5545-2025- chapter I
Initial Type Testing (ITT) consistent with the norm PN-EN 14351-1+A2:2016

System of attestation conformity (AoC): 3.

Assessment of the performance on the basis of testing/ calculation.

Reference document: Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011.

Company: OPENTECK LTD
30 Promylova street
46400 Ternopil, Ukraine

 Product: single sash casement door; main profiles: PVC 

System: 

OPENTECK
Trade name: 

ELIT 6k/MEGALINE
Test results are included in the following test reports registered under the number of the request

MLTB-5545-2025

Test methods:
Air permeability

PN-EN 1026

Watertightness

PN-EN 1027

Resistance to wind load

PN-EN 12211

Load-bearing capacity of

safety devices

PN-EN 14609

Classification standards PN-EN 12207 PN-EN 12208 PN-EN 12210 Threshold value

1000 x 2301
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Notes: enveloped hardware Siegenia Favorit.

Initial Type Testing (ITT) remain valid until, if there is not change in the construction of window and external pedestrian doorset, the raw material or supplier of the components, or

the production proces, which would affect significantly one or more of the characteristics. Consistently with PN-EN 14351-1+A2:2016 point 7.5 Continuous surveillance,

assessment and approval of FPC, the producer should carry out FCP assessment together with current and quality control inspections of a product at least once a year. The

inspections conducted in accordance with the inspection plan should confirm that the manufactured products have the same properties as the products subject to ITT.

Term of control test within the FPC (ZKP): 12.08.2026

Wałbrzych11.09.2025, 

1) assessment of the performance of the product
made by
2) tests made by

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Head of Laboratory Mścichowski Adam

Mobilne Laboratorium Techniki Budowlanej Sp. z o.o.

58-300 Wałbrzych, ul. Jana Kasprowicza 21 lok. 2    

tel.: +48 74 840 14 63, www.badaniaokien.pl  

biuro@badaniaokien.pl

Jednostka notyfikowana 

(Notified body) NB 2189

senior technician Domański Adam
technician Mścichowski Karol



Mobilne Laboratorium Techniki Budowlanej Sp. z o. o. 
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych  

Stationary technical activity: ul. Wrocławska 142 B, 58-306 Wałbrzych  

 

ASSESSMENT OF PERFORMANCE REPORT 
 

2189-AoP-MLTB5545 
 
For the purposes of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 
March 2011, this Assessment of Performance Report under AVCP system 3 applies to the construction 
product: 

 

Single sash casement door 
 

Intended use: 

communication in domestic and commercial locations 

 
placed on the market under the name or trademark of: 

ELIT 6k/MEGALINE 
 

Name of the manufacturer:  
OPENTECK LTD 

Full address: 
30 Promylova street, 46400 Ternopil, Ukraine 

 
This Assessment of Performance Report attests that the performance of the above-mentioned 

construction product has been assessed in accordance with the harmonized standard:  

EN 14351-1+A2:2016-10 
 
under AVCP system 3 with regard to the essential characteristics listed below 

Essential characteristic Clause No. - 
Description  

Performance Level or class, 
unit(s)  

Basis for the assessment of 
performance  

4.2 Resistance to wind load C4 Test report No.:  

MLTB-5545-2025 

4.5 Watertightness 9A Test report No.:  

MLTB-5545-2025 

4.8 Load-bearing capacity of 

safety devices 

350 N Test report No.:  

MLTB-5545-2025 

4.14 Air permeability 4 Test report No.:  

MLTB-5545-2025 

 
 
 
 
 
This Assessment of Performance Report has been drawn up in accordance with the GNB Position Paper NB-CPR 
23/836 and covers only the above-mentioned essential characteristic. It is not an exhaustive statement of the 
performance of the product. The manufacturer is responsible for the Declaration of Performance of the product and 
can declare the performance of other essential characteristics than those mentioned above.  
This Assessment of Performance report is not considered a product certificate or a document to directly accompany 
neither the product nor the Declaration of Performance. See CPR Article 4(3).  
This Assessment of Performance Report will remain applicable, under the manufacturer’s responsibility, as long as 
neither the harmonized standard, the construction product, nor the AVCP methods are modified significantly. 
 
 
 
 
Date: 11.09.2025 r. Vice President, 
 Laboratory Manager 
 Adam Mścichowski 



ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych

ul. Wrocławska 142 B, 58-306 Wałbrzych  (Stacjonarna działalność techniczna)

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Product type: 
double sash casement door with low threshold

main profiles:PVC

System: OPENTECK
Trade name: ELIT 6k/MEGALINE

Test report No.: MLTB-5546-2025

Number of chapters in the report:VIII (from I to VIII), chapter VIII is the last in the report.

Type of test: Initial Type Testing (ITT)
in accordance with PN-EN 14351-1+A2:2016 as regards test methods:

● air permeability
● watertightness
● resistance to wind load

www.badaniaokien.pl, biuro@badaniaokien.pl, tel. +48 74 840 14 63

Date of acceptance of the object for testing: 12.08.2025



ASSESSMENT OF
PERFORMANCE

No.: MLTB-5546-2025- chapter I
Initial Type Testing (ITT) consistent with the norm PN-EN 14351-1+A2:2016

System of attestation conformity (AoC): 3.

Assessment of the performance on the basis of testing/ calculation.

Reference document: Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011.

Company: OPENTECK LTD
30 Promylova street
46400 Ternopil, Ukraine

 Product: double sash casement door with low threshold; main profiles: PVC 

System: 

OPENTECK
Trade name: 

ELIT 6k/MEGALINE
Test results are included in the following test reports registered under the number of the request

MLTB-5546-2025

Test methods:
Air permeability

PN-EN 1026

Watertightness

PN-EN 1027

Resistance to wind load

PN-EN 12211

Classification standards PN-EN 12207 PN-EN 12208 PN-EN 12210

1600 x 2300
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Notes: enveloped hardware Siegenia Favorit.

Initial Type Testing (ITT) remain valid until, if there is not change in the construction of window and external pedestrian doorset, the raw material or supplier of the components, or

the production proces, which would affect significantly one or more of the characteristics. Consistently with PN-EN 14351-1+A2:2016 point 7.5 Continuous surveillance,

assessment and approval of FPC, the producer should carry out FCP assessment together with current and quality control inspections of a product at least once a year. The

inspections conducted in accordance with the inspection plan should confirm that the manufactured products have the same properties as the products subject to ITT.

Term of control test within the FPC (ZKP): 13.08.2026

Wałbrzych11.09.2025, 

1) assessment of the performance of the product
made by
2) tests made by

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Head of Laboratory Mścichowski Adam

Mobilne Laboratorium Techniki Budowlanej Sp. z o.o.

58-300 Wałbrzych, ul. Jana Kasprowicza 21 lok. 2    

tel.: +48 74 840 14 63, www.badaniaokien.pl  

biuro@badaniaokien.pl

Jednostka notyfikowana 

(Notified body) NB 2189

senior technician Domański Adam
technician Mścichowski Karol



Mobilne Laboratorium Techniki Budowlanej Sp. z o. o. 
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych  

Stationary technical activity: ul. Wrocławska 142 B, 58-306 Wałbrzych  

 

ASSESSMENT OF PERFORMANCE REPORT 
 

2189-AoP-MLTB5546 
 
For the purposes of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 
March 2011, this Assessment of Performance Report under AVCP system 3 applies to the construction 
product: 

 

Double sash casement door with low threshold 
 

Intended use: 

communication in domestic and commercial locations 

 
placed on the market under the name or trademark of: 

ELIT 6k/MEGALINE 
 

Name of the manufacturer:  
OPENTECK LTD 

Full address: 
30 Promylova street, 46400 Ternopil, Ukraine 

 
This Assessment of Performance Report attests that the performance of the above-mentioned 

construction product has been assessed in accordance with the harmonized standard:  

EN 14351-1+A2:2016-10 
 
under AVCP system 3 with regard to the essential characteristics listed below 

Essential characteristic Clause No. - 
Description  

Performance Level or class, 
unit(s)  

Basis for the assessment of 
performance  

4.2 Resistance to wind load C1|B2 Test report No.:  

MLTB-5546-2025 

4.5 Watertightness 4A Test report No.:  

MLTB-5546-2025 

4.14 Air permeability 4 Test report No.:  

MLTB-5546-2025 

 
 
 
 
 
 
 
 
This Assessment of Performance Report has been drawn up in accordance with the GNB Position Paper NB-CPR 
23/836 and covers only the above-mentioned essential characteristic. It is not an exhaustive statement of the 
performance of the product. The manufacturer is responsible for the Declaration of Performance of the product and 
can declare the performance of other essential characteristics than those mentioned above.  
This Assessment of Performance report is not considered a product certificate or a document to directly accompany 
neither the product nor the Declaration of Performance. See CPR Article 4(3).  
This Assessment of Performance Report will remain applicable, under the manufacturer’s responsibility, as long as 
neither the harmonized standard, the construction product, nor the AVCP methods are modified significantly. 
 
 
 
 
Date: 11.09.2025 r. Vice President, 
 Laboratory Manager 
 Adam Mścichowski 



ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych

ul. Wrocławska 142 B, 58-306 Wałbrzych  (Stacjonarna działalność techniczna)

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Product type: 
double sash casement door

main profiles:PVC

System: OPENTECK
Trade name: ELIT 6k/MEGALINE

Test report No.: MLTB-5547-2025

Number of chapters in the report:VIII (from I to VIII), chapter VIII is the last in the report.

Type of test: Initial Type Testing (ITT)
in accordance with PN-EN 14351-1+A2:2016 as regards test methods:

● air permeability
● watertightness
● resistance to wind load

www.badaniaokien.pl, biuro@badaniaokien.pl, tel. +48 74 840 14 63

Date of acceptance of the object for testing: 12.08.2025



ASSESSMENT OF
PERFORMANCE

No.: MLTB-5547-2025- chapter I
Initial Type Testing (ITT) consistent with the norm PN-EN 14351-1+A2:2016

System of attestation conformity (AoC): 3.

Assessment of the performance on the basis of testing/ calculation.

Reference document: Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011.

Company: OPENTECK LTD
30 Promylova street
46400 Ternopil, Ukraine

 Product: double sash casement door; main profiles: PVC 

System: 

OPENTECK
Trade name: 

ELIT 6k/MEGALINE
Test results are included in the following test reports registered under the number of the request

MLTB-5547-2025

Test methods:
Air permeability

PN-EN 1026

Watertightness

PN-EN 1027

Resistance to wind load

PN-EN 12211

Classification standards PN-EN 12207 PN-EN 12208 PN-EN 12210

1600 x 2300
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Notes: enveloped hardware Siegenia Favorit.

Initial Type Testing (ITT) remain valid until, if there is not change in the construction of window and external pedestrian doorset, the raw material or supplier of the components, or

the production proces, which would affect significantly one or more of the characteristics. Consistently with PN-EN 14351-1+A2:2016 point 7.5 Continuous surveillance,

assessment and approval of FPC, the producer should carry out FCP assessment together with current and quality control inspections of a product at least once a year. The

inspections conducted in accordance with the inspection plan should confirm that the manufactured products have the same properties as the products subject to ITT.

Term of control test within the FPC (ZKP): 14.08.2026

Wałbrzych12.09.2025, 

1) assessment of the performance of the product
made by
2) tests made by

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Head of Laboratory Mścichowski Adam

Mobilne Laboratorium Techniki Budowlanej Sp. z o.o.

58-300 Wałbrzych, ul. Jana Kasprowicza 21 lok. 2    

tel.: +48 74 840 14 63, www.badaniaokien.pl  

biuro@badaniaokien.pl

Jednostka notyfikowana 

(Notified body) NB 2189

senior technician Domański Adam
technician Mścichowski Karol



Mobilne Laboratorium Techniki Budowlanej Sp. z o. o. 
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych  

Stationary technical activity: ul. Wrocławska 142 B, 58-306 Wałbrzych  

 

ASSESSMENT OF PERFORMANCE REPORT 
 

2189-AoP-MLTB5547 
 
For the purposes of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 
March 2011, this Assessment of Performance Report under AVCP system 3 applies to the construction 
product: 

 

Double sash casement door  
 

Intended use: 

communication in domestic and commercial locations 

 
placed on the market under the name or trademark of: 

ELIT 6k/MEGALINE 
 

Name of the manufacturer:  
OPENTECK LTD 

Full address: 
30 Promylova street, 46400 Ternopil, Ukraine 

 
This Assessment of Performance Report attests that the performance of the above-mentioned 

construction product has been assessed in accordance with the harmonized standard:  

EN 14351-1+A2:2016-10 
 
under AVCP system 3 with regard to the essential characteristics listed below 

Essential characteristic Clause No. - 
Description  

Performance Level or class, 
unit(s)  

Basis for the assessment of 
performance  

4.2 Resistance to wind load C1|B2 Test report No.:  

MLTB-5547-2025 

4.5 Watertightness 8A Test report No.:  

MLTB-5547-2025 

4.14 Air permeability 4 Test report No.:  

MLTB-5547-2025 

 
 
 
 
 
 
 
 
This Assessment of Performance Report has been drawn up in accordance with the GNB Position Paper NB-CPR 
23/836 and covers only the above-mentioned essential characteristic. It is not an exhaustive statement of the 
performance of the product. The manufacturer is responsible for the Declaration of Performance of the product and 
can declare the performance of other essential characteristics than those mentioned above.  
This Assessment of Performance report is not considered a product certificate or a document to directly accompany 
neither the product nor the Declaration of Performance. See CPR Article 4(3).  
This Assessment of Performance Report will remain applicable, under the manufacturer’s responsibility, as long as 
neither the harmonized standard, the construction product, nor the AVCP methods are modified significantly. 
 
 
 
 
Date: 12.09.2025 r. Vice President, 
 Laboratory Manager 
 Adam Mścichowski 



ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych

ul. Wrocławska 142 B, 58-306 Wałbrzych  (Stacjonarna działalność techniczna)

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Product type:
two-light window with one tilt-and-slide sash and one fixed light

main profiles:PVC

System: OPENTECK
Trade name: ELIT 6k/MEGALINE

Test report No.: MLTB-5548-2025

Number of chapters in the report:IX (from I to IX), chapter  IX is the last in the report.

Type of test: Initial Type Testing (ITT)
in accordance with PN-EN 14351-1+A2:2016 as regards test methods:

● air permeability
● watertightness
● resistance to wind load
● load-bearing capacity of safety devices

www.badaniaokien.pl, biuro@badaniaokien.pl, tel. +48 74 840 14 63

Date of acceptance of the object for testing: 12.08.2025



ASSESSMENT OF
PERFORMANCE

No.: MLTB-5548-2025- chapter I
Initial Type Testing (ITT) consistent with the norm PN-EN 14351-1+A2:2016

System of attestation conformity (AoC): 3.

Assessment of the performance on the basis of testing/ calculation.

Reference document: Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011.

Company: OPENTECK LTD
30 Promylova street
46400 Ternopil, Ukraine

 Product: two-light window with one tilt-and-slide sash and one fixed light; main profiles: PVC 

System: 

OPENTECK
Trade name: 

ELIT 6k/MEGALINE
Test results are included in the following test reports registered under the number of the request

MLTB-5548-2025

Test methods:
Air permeability

PN-EN 1026

Watertightness

PN-EN 1027

Resistance to wind load

PN-EN 12211

Load-bearing capacity of

safety devices

PN-EN 14609

Classification standards PN-EN 12207 PN-EN 12208 PN-EN 12210 Threshold value

2000 x 2000
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Notes: enveloped hardware VORNE PSK.

Initial Type Testing (ITT) remain valid until, if there is not change in the construction of window and external pedestrian doorset, the raw material or supplier of the components, or

the production proces, which would affect significantly one or more of the characteristics. Consistently with PN-EN 14351-1+A2:2016 point 7.5 Continuous surveillance,

assessment and approval of FPC, the producer should carry out FCP assessment together with current and quality control inspections of a product at least once a year. The

inspections conducted in accordance with the inspection plan should confirm that the manufactured products have the same properties as the products subject to ITT.

Term of control test within the FPC (ZKP): 14.08.2026

Wałbrzych15.09.2025, 

1) assessment of the performance of the product
made by
2) tests made by

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Head of Laboratory Mścichowski Adam

Mobilne Laboratorium Techniki Budowlanej Sp. z o.o.

58-300 Wałbrzych, ul. Jana Kasprowicza 21 lok. 2    

tel.: +48 74 840 14 63, www.badaniaokien.pl  

biuro@badaniaokien.pl

Jednostka notyfikowana 

(Notified body) NB 2189

technician Mścichowski Karol
technician Wąsowski Kacper



Mobilne Laboratorium Techniki Budowlanej Sp. z o. o. 
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych  

Stationary technical activity: ul. Wrocławska 142 B, 58-306 Wałbrzych  

 

ASSESSMENT OF PERFORMANCE REPORT 
 

2189-AoP-MLTB5548 
 
For the purposes of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 
March 2011, this Assessment of Performance Report under AVCP system 3 applies to the construction 
product: 

 
 

Two-light window with one tilt-and-slide sash and one fixed light 
 

Intended use: 

communication in domestic and commercial locations 

 
placed on the market under the name or trademark of: 

ELIT 6k/MEGALINE 
 

Name of the manufacturer:  
OPENTECK LTD 

Full address: 
30 Promylova street, 46400 Ternopil, Ukraine 

 
This Assessment of Performance Report attests that the performance of the above-mentioned 

construction product has been assessed in accordance with the harmonized standard:  

EN 14351-1+A2:2016-10 
 
under AVCP system 3 with regard to the essential characteristics listed below 

Essential characteristic Clause No. - 
Description  

Performance Level or class, 
unit(s)  

Basis for the assessment of 
performance  

4.2 Resistance to wind load C1|A2 Test report No.:  

MLTB-5548-2025 

4.5 Watertightness 9A Test report No.:  

MLTB-5548-2025 

4.8 Load-bearing capacity of 

safety devices 

350 N Test report No.:  

MLTB-5548-2025 

4.14 Air permeability 4 Test report No.:  

MLTB-5548-2025 

 
 
 
 
This Assessment of Performance Report has been drawn up in accordance with the GNB Position Paper NB-CPR 
23/836 and covers only the above-mentioned essential characteristic. It is not an exhaustive statement of the 
performance of the product. The manufacturer is responsible for the Declaration of Performance of the product and 
can declare the performance of other essential characteristics than those mentioned above.  
This Assessment of Performance report is not considered a product certificate or a document to directly accompany 
neither the product nor the Declaration of Performance. See CPR Article 4(3).  
This Assessment of Performance Report will remain applicable, under the manufacturer’s responsibility, as long as 
neither the harmonized standard, the construction product, nor the AVCP methods are modified significantly. 
 
 
 
 
Date: 15.09.2025 r. Vice President, 
 Laboratory Manager 
 Adam Mścichowski 



ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych

ul. Wrocławska 142 B, 58-306 Wałbrzych  (Stacjonarna działalność techniczna)

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Product type: 
window with three sashes

main profiles:PVC

System: OPENTECK
Trade name: ELIT 6k/MEGALINE

Test report No.: MLTB-5549-2025

Number of chapters in the report:VIII (from I to VIII), chapter VIII is the last in the report.

Type of test: Initial Type Testing (ITT)
in accordance with PN-EN 14351-1+A2:2016 as regards test methods:

● air permeability
● watertightness
● resistance to wind load

www.badaniaokien.pl, biuro@badaniaokien.pl, tel. +48 74 840 14 63

Date of acceptance of the object for testing: 12.08.2025



ASSESSMENT OF
PERFORMANCE

No.: MLTB-5549-2025- chapter I
Initial Type Testing (ITT) consistent with the norm PN-EN 14351-1+A2:2016

System of attestation conformity (AoC): 3.

Assessment of the performance on the basis of testing/ calculation.

Reference document: Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011.

Company: OPENTECK LTD
30 Promylova street
46400 Ternopil, Ukraine

 Product: window with three sashes; main profiles: PVC 

System: 

OPENTECK
Trade name: 

ELIT 6k/MEGALINE
Test results are included in the following test reports registered under the number of the request

MLTB-5549-2025

Test methods:
Air permeability

PN-EN 1026

Watertightness

PN-EN 1027

Resistance to wind load

PN-EN 12211

Classification standards PN-EN 12207 PN-EN 12208 PN-EN 12210

2500 x 1850
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Notes: enveloped hardware Siegenia Favorit.

Initial Type Testing (ITT) remain valid until, if there is not change in the construction of window and external pedestrian doorset, the raw material or supplier of the components, or

the production proces, which would affect significantly one or more of the characteristics. Consistently with PN-EN 14351-1+A2:2016 point 7.5 Continuous surveillance,

assessment and approval of FPC, the producer should carry out FCP assessment together with current and quality control inspections of a product at least once a year. The

inspections conducted in accordance with the inspection plan should confirm that the manufactured products have the same properties as the products subject to ITT.

Term of control test within the FPC (ZKP): 18.08.2026

Wałbrzych12.09.2025, 

1) assessment of the performance of the product
made by
2) tests made by

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Head of Laboratory Mścichowski Adam

Mobilne Laboratorium Techniki Budowlanej Sp. z o.o.

58-300 Wałbrzych, ul. Jana Kasprowicza 21 lok. 2    

tel.: +48 74 840 14 63, www.badaniaokien.pl  

biuro@badaniaokien.pl

Jednostka notyfikowana 

(Notified body) NB 2189

senior technician Domański Adam
technician Mścichowski Karol



Mobilne Laboratorium Techniki Budowlanej Sp. z o. o. 
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych  

Stationary technical activity: ul. Wrocławska 142 B, 58-306 Wałbrzych  

ASSESSMENT OF PERFORMANCE REPORT 

2189-AoP-MLTB5549 

For the purposes of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 
March 2011, this Assessment of Performance Report under AVCP system 3 applies to the construction 
product: 

Window with three sashes 

Intended use: 

communication in domestic and commercial locations 

placed on the market under the name or trademark of: 

ELIT 6k/MEGALINE 

Name of the manufacturer: 

OPENTECK LTD 
Full address:

30 Promylova street, 46400 Ternopil, Ukraine 

This Assessment of Performance Report attests that the performance of the above-mentioned 
construction product has been assessed in accordance with the harmonized standard:  

EN 14351-1+A2:2016-10 

under AVCP system 3 with regard to the essential characteristics listed below 

Essential characteristic Clause No. - 
Description  

Performance Level or class, 
unit(s)  

Basis for the assessment of 
performance  

4.2 Resistance to wind load C2|B3 Test report No.:  

MLTB-5549-2025 

4.5 Watertightness 7A Test report No.:  

MLTB-5549-2025 

4.14 Air permeability 4 Test report No.:  

MLTB-5549-2025 

This Assessment of Performance Report has been drawn up in accordance with the GNB Position Paper NB-CPR 
23/836 and covers only the above-mentioned essential characteristic. It is not an exhaustive statement of the 
performance of the product. The manufacturer is responsible for the Declaration of Performance of the product and 
can declare the performance of other essential characteristics than those mentioned above.  
This Assessment of Performance report is not considered a product certificate or a document to directly accompany 
neither the product nor the Declaration of Performance. See CPR Article 4(3).  
This Assessment of Performance Report will remain applicable, under the manufacturer’s responsibility, as long as 
neither the harmonized standard, the construction product, nor the AVCP methods are modified significantly. 

Date: 12.09.2025 r. Vice President, 
Laboratory Manager 
Adam Mścichowski 



ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych

ul. Wrocławska 142 B, 58-306 Wałbrzych  (Stacjonarna działalność techniczna)

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Product type: 
window with one sash

main profiles: PVC

System: OPENTECK
Trade name: ELIT 6k/MEGALINE

Test report No.: MLTB-5559-2025

Number of chapters in the report: IX (from I to IX), chapter  IX is the last in the report.

Type of test: Initial Type Testing (ITT)
in accordance with PN-EN 14351-1+A2:2016 as regards test methods:

● air permeability
● watertightness
● resistance to wind load
● load-bearing capacity of safety devices

www.badaniaokien.pl, biuro@badaniaokien.pl, tel. +48 74 840 14 63

Date of acceptance of the object for testing: 12.08.2025



ASSESSMENT OF
PERFORMANCE

No.: MLTB-5559-2025- chapter I
Initial Type Testing (ITT) consistent with the norm PN-EN 14351-1+A2:2016

System of attestation conformity (AoC): 3.

Assessment of the performance on the basis of testing/ calculation.

Reference document: Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011.

Company: OPENTECK LTD
30 Promylova street
46400 Ternopil, Ukraine

 Product: window with one sash; main profiles: PVC 

System: 

OPENTECK
Trade name: 

ELIT 6k/MEGALINE
Test results are included in the following test reports registered under the number of the request

MLTB-5559-2025

Test methods:
Air permeability

PN-EN 1026

Watertightness

PN-EN 1027

Resistance to wind load

PN-EN 12211

Load-bearing capacity of

safety devices

PN-EN 14609

Classification standards PN-EN 12207 PN-EN 12208 PN-EN 12210 Threshold value

1230 x 1480
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Notes: enveloped hardware Siegenia Favorit.

Initial Type Testing (ITT) remain valid until, if there is not change in the construction of window and external pedestrian doorset, the raw material or supplier of the components, or

the production proces, which would affect significantly one or more of the characteristics. Consistently with PN-EN 14351-1+A2:2016 point 7.5 Continuous surveillance,

assessment and approval of FPC, the producer should carry out FCP assessment together with current and quality control inspections of a product at least once a year. The

inspections conducted in accordance with the inspection plan should confirm that the manufactured products have the same properties as the products subject to ITT.

Term of control test within the FPC (ZKP): 05.09.2026

Wałbrzych16.09.2025, 

1) assessment of the performance of the product
made by
2) tests made by

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Head of Laboratory Mścichowski Adam

Mobilne Laboratorium Techniki Budowlanej Sp. z o.o.

58-300 Wałbrzych, ul. Jana Kasprowicza 21 lok. 2    

tel.: +48 74 840 14 63, www.badaniaokien.pl  

biuro@badaniaokien.pl

Jednostka notyfikowana 

(Notified body) NB 2189

assistant technician Adamczyk Łukasz
Head of Laboratory Mścichowski Adam



Mobilne Laboratorium Techniki Budowlanej Sp. z o. o. 
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych  

Stationary technical activity: ul. Wrocławska 142 B, 58-306 Wałbrzych  

ASSESSMENT OF PERFORMANCE REPORT 

2189-AoP-MLTB5559 

For the purposes of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 
March 2011, this Assessment of Performance Report under AVCP system 3 applies to the construction 
product: 

Window with one sash 

Intended use: 

communication in domestic and commercial locations 

placed on the market under the name or trademark of: 

ELIT 6k/MEGALINE 

Name of the manufacturer: 

OPENTECK LTD 
Full address:

30 Promylova street, 46400 Ternopil, Ukraine 

This Assessment of Performance Report attests that the performance of the above-mentioned 
construction product has been assessed in accordance with the harmonized standard:  

EN 14351-1+A2:2016-10 

under AVCP system 3 with regard to the essential characteristics listed below 

Essential characteristic Clause No. - 
Description  

Performance Level or class, 
unit(s)  

Basis for the assessment of 
performance  

4.2 Resistance to wind load C5 Test report No.:  

MLTB-5559-2025 

4.5 Watertightness 8A Test report No.:  

MLTB-5559-2025 

4.8 Load-bearing capacity of 

safety devices 

350 N Test report No.:  

MLTB-5559-2025 

4.14 Air permeability 4 Test report No.:  

MLTB-5559-2025 

This Assessment of Performance Report has been drawn up in accordance with the GNB Position Paper NB-CPR 
23/836 and covers only the above-mentioned essential characteristic. It is not an exhaustive statement of the 
performance of the product. The manufacturer is responsible for the Declaration of Performance of the product and 
can declare the performance of other essential characteristics than those mentioned above.  
This Assessment of Performance report is not considered a product certificate or a document to directly accompany 
neither the product nor the Declaration of Performance. See CPR Article 4(3).  
This Assessment of Performance Report will remain applicable, under the manufacturer’s responsibility, as long as 
neither the harmonized standard, the construction product, nor the AVCP methods are modified significantly. 

Date: 16.09.2025 r. Vice President, 
Laboratory Manager 
Adam Mścichowski 



ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych

ul. Wrocławska 142 B, 58-306 Wałbrzych  (Stacjonarna działalność techniczna)

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Product type: 
single leaf external door (open inwards)

main profiles:PVC

System: OPENTECK
Trade name: ELIT 6k/MEGALINE

Test report No.: MLTB-5560-2025

Number of chapters in the report:VIII (from I to VIII), chapter VIII is the last in the report.

Type of test: Initial Type Testing (ITT)
in accordance with PN-EN 14351-1+A2:2016 as regards test methods:

● air permeability
● watertightness
● resistance to wind load

www.badaniaokien.pl, biuro@badaniaokien.pl, tel. +48 74 840 14 63

Date of acceptance of the object for testing: 12.08.2025



ASSESSMENT OF
PERFORMANCE

No.: MLTB-5560-2025- chapter I
Initial Type Testing (ITT) consistent with the norm PN-EN 14351-1+A2:2016

System of attestation conformity (AoC): 3.

Assessment of the performance on the basis of testing/ calculation.

Reference document: Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011.

Company: OPENTECK LTD
30 Promylova street
46400 Ternopil, Ukraine

 Product: single leaf external door (open inwards); main profiles: PVC 

System: 

OPENTECK
Trade name: 

ELIT 6k/MEGALINE
Test results are included in the following test reports registered under the number of the request

MLTB-5560-2025

Test methods:
Air permeability

PN-EN 1026

Watertightness

PN-EN 1027

Resistance to wind load

PN-EN 12211

Classification standards PN-EN 12207 PN-EN 12208 PN-EN 12210

995 x 2105
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Notes: hardware - Vorne, hinges and lock  - MEDOS, lock cylinder - W5.

Initial Type Testing (ITT) remain valid until, if there is not change in the construction of window and external pedestrian doorset, the raw material or supplier of the components, or

the production proces, which would affect significantly one or more of the characteristics. Consistently with PN-EN 14351-1+A2:2016 point 7.5 Continuous surveillance,

assessment and approval of FPC, the producer should carry out FCP assessment together with current and quality control inspections of a product at least once a year. The

inspections conducted in accordance with the inspection plan should confirm that the manufactured products have the same properties as the products subject to ITT.

Term of control test within the FPC (ZKP): 05.09.2026

Wałbrzych17.09.2025, 

1) assessment of the performance of the product
made by
2) tests made by

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Head of Laboratory Mścichowski Adam

Mobilne Laboratorium Techniki Budowlanej Sp. z o.o.

58-300 Wałbrzych, ul. Jana Kasprowicza 21 lok. 2    

tel.: +48 74 840 14 63, www.badaniaokien.pl  

biuro@badaniaokien.pl

Jednostka notyfikowana 

(Notified body) NB 2189

assistant technician Adamczyk Łukasz
Head of Laboratory Mścichowski Adam



Mobilne Laboratorium Techniki Budowlanej Sp. z o. o. 
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych  

Stationary technical activity: ul. Wrocławska 142 B, 58-306 Wałbrzych  

 

ASSESSMENT OF PERFORMANCE REPORT 
 

2189-AoP-MLTB5560 
 
For the purposes of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 
March 2011, this Assessment of Performance Report under AVCP system 3 applies to the construction 
product: 

 

Single leaf external door  
(open inwards) 

 
Intended use: 

communication in domestic and commercial locations 

 
placed on the market under the name or trademark of: 

ELIT 6k/MEGALINE 
 

Name of the manufacturer:  
OPENTECK LTD 

Full address: 
30 Promylova street, 46400 Ternopil, Ukraine 

 
This Assessment of Performance Report attests that the performance of the above-mentioned 

construction product has been assessed in accordance with the harmonized standard:  

EN 14351-1+A2:2016-10 
 
under AVCP system 3 with regard to the essential characteristics listed below 

Essential characteristic Clause No. - 
Description  

Performance Level or class, 
unit(s)  

Basis for the assessment of 
performance  

4.2 Resistance to wind load C5 Test report No.:  

MLTB-5560-2025 

4.5 Watertightness 5A Test report No.:  

MLTB-5560-2025 

4.14 Air permeability 3 Test report No.:  

MLTB-5560-2025 

 
 
 
 
 
 
 
This Assessment of Performance Report has been drawn up in accordance with the GNB Position Paper NB-CPR 
23/836 and covers only the above-mentioned essential characteristic. It is not an exhaustive statement of the 
performance of the product. The manufacturer is responsible for the Declaration of Performance of the product and 
can declare the performance of other essential characteristics than those mentioned above.  
This Assessment of Performance report is not considered a product certificate or a document to directly accompany 
neither the product nor the Declaration of Performance. See CPR Article 4(3).  
This Assessment of Performance Report will remain applicable, under the manufacturer’s responsibility, as long as 
neither the harmonized standard, the construction product, nor the AVCP methods are modified significantly. 
 
 
 
 
Date: 17.09.2025 r. Vice President, 
 Laboratory Manager 
 Adam Mścichowski 



ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych

ul. Wrocławska 142 B, 58-306 Wałbrzych  (Stacjonarna działalność techniczna)

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Product type: 
single leaf external door (open outwards)

main profiles:PVC

System: OPENTECK
Trade name: ELIT 6k/MEGALINE

Test report No.: MLTB-5561-2025

Number of chapters in the report:VIII (from I to VIII), chapter VIII is the last in the report.

Type of test: Initial Type Testing (ITT)
in accordance with PN-EN 14351-1+A2:2016 as regards test methods:

● air permeability
● watertightness
● resistance to wind load

www.badaniaokien.pl, biuro@badaniaokien.pl, tel. +48 74 840 14 63

Date of acceptance of the object for testing: 12.08.2025



ASSESSMENT OF
PERFORMANCE

No.: MLTB-5561-2025- chapter I
Initial Type Testing (ITT) consistent with the norm PN-EN 14351-1+A2:2016

System of attestation conformity (AoC): 3.

Assessment of the performance on the basis of testing/ calculation.

Reference document: Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011.

Company: OPENTECK LTD
30 Promylova street
46400 Ternopil, Ukraine

 Product: single leaf external door (open outwards); main profiles: PVC 

System: 

OPENTECK
Trade name: 

ELIT 6k/MEGALINE
Test results are included in the following test reports registered under the number of the request

MLTB-5561-2025

Test methods:
Air permeability

PN-EN 1026

Watertightness

PN-EN 1027

Resistance to wind load

PN-EN 12211

Classification standards PN-EN 12207 PN-EN 12208 PN-EN 12210

1000 x 2099

 4 3A C5

P
ro

d
u

c
t 

ty
p

e
 (

B
 x

 H
 m

m
)

Notes: hardware Vorne, hinges and lock - MEDOS, lock cylinder - W5.

Initial Type Testing (ITT) remain valid until, if there is not change in the construction of window and external pedestrian doorset, the raw material or supplier of the components, or

the production proces, which would affect significantly one or more of the characteristics. Consistently with PN-EN 14351-1+A2:2016 point 7.5 Continuous surveillance,

assessment and approval of FPC, the producer should carry out FCP assessment together with current and quality control inspections of a product at least once a year. The

inspections conducted in accordance with the inspection plan should confirm that the manufactured products have the same properties as the products subject to ITT.

Term of control test within the FPC (ZKP): 08.09.2026

Wałbrzych17.09.2025, 

1) assessment of the performance of the product
made by
2) tests made by

Mobilne Laboratorium Techniki Budowlanej Sp. z o. o.

Head of Laboratory Mścichowski Adam

Mobilne Laboratorium Techniki Budowlanej Sp. z o.o.

58-300 Wałbrzych, ul. Jana Kasprowicza 21 lok. 2    

tel.: +48 74 840 14 63, www.badaniaokien.pl  

biuro@badaniaokien.pl

Jednostka notyfikowana 

(Notified body) NB 2189

assistant technician Adamczyk Łukasz
Head of Laboratory Mścichowski Adam



Mobilne Laboratorium Techniki Budowlanej Sp. z o. o. 
ul. Jana Kasprowicza 21 lok.2, 58-300 Wałbrzych  

Stationary technical activity: ul. Wrocławska 142 B, 58-306 Wałbrzych  

 

ASSESSMENT OF PERFORMANCE REPORT 
 

2189-AoP-MLTB5561 
 
For the purposes of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 
March 2011, this Assessment of Performance Report under AVCP system 3 applies to the construction 
product: 

 

Single leaf external door  
(open outwards) 

 
Intended use: 

communication in domestic and commercial locations 

 
placed on the market under the name or trademark of: 

ELIT 6k/MEGALINE 
 

Name of the manufacturer:  
OPENTECK LTD 

Full address: 
30 Promylova street, 46400 Ternopil, Ukraine 

 
This Assessment of Performance Report attests that the performance of the above-mentioned 

construction product has been assessed in accordance with the harmonized standard:  

EN 14351-1+A2:2016-10 
 
under AVCP system 3 with regard to the essential characteristics listed below 

Essential characteristic Clause No. - 
Description  

Performance Level or class, 
unit(s)  

Basis for the assessment of 
performance  

4.2 Resistance to wind load C5 Test report No.:  

MLTB-5561-2025 

4.5 Watertightness 3A Test report No.:  

MLTB-5561-2025 

4.14 Air permeability 4 Test report No.:  

MLTB-5561-2025 

 
 
 
 
 
 
 
This Assessment of Performance Report has been drawn up in accordance with the GNB Position Paper NB-CPR 
23/836 and covers only the above-mentioned essential characteristic. It is not an exhaustive statement of the 
performance of the product. The manufacturer is responsible for the Declaration of Performance of the product and 
can declare the performance of other essential characteristics than those mentioned above.  
This Assessment of Performance report is not considered a product certificate or a document to directly accompany 
neither the product nor the Declaration of Performance. See CPR Article 4(3).  
This Assessment of Performance Report will remain applicable, under the manufacturer’s responsibility, as long as 
neither the harmonized standard, the construction product, nor the AVCP methods are modified significantly. 
 
 
 
 
Date: 17.09.2025 r. Vice President, 
 Laboratory Manager 
 Adam Mścichowski 
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